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Tecnologie per la Sala Taglio
Cutting Room Solutions
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Macchina entry level che coniuga perfettamente la semplicità d’uso con l’efficienza produttiva.
La macchina si sposta manualmente con estrema semplicità e permette di stendere in modo semi automatico vari tipi di tessuto in rotolo, fino a 60 kg.
Caratteristiche principali sono la compattezza e la versatilità.
Veloci operazioni di carico e scarico del tessuto sono agevolate dal ribaltamento motorizzato della culla .
L’alimentazione elettronica del tessuto, il piano antistatico e il sistema di infilaggio permettono poi un’ottima qualità di stesura.

Semi automatic entry level Spreader that perfectly merges an “easy" way of use and a “production efficiency”. 
Is based on a simple manual movement and allows to spread in a semi automatic way a lot of fabrics in roll up to 60 Kg. The best features are Compactness
and Versatility.
Automatic cradle tilt for fast loading/unloading operations of rolls. 
The electronic fabric feeding, the antistatic inclined plane and the automatic threading of the fabric assure high performances and an excellent spreading quality.
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Compatto e versatile

Compact and versatile

Bolt
Stenditore Semi Automatico
Semiautomatic Spreader

Alcune Caratteristiche Tecniche:
• Culla a nastri con ribaltamento automatico
• Comandi macchina a destra
• Altezza utile di stesura 180 0 220 cm.
• Portata massima da 60 kg
• Portate o misure differenti su richiesta
• Taglierina mono direzionale con velocità variabile e alzo
• automatico
• Computer touch screen a colori
• Sistema di controllo elettronico tensionamento del tessuto
• Allineamento cimose tramite fotocellule installate su base
• mobile
• Stesura con o senza pinza

Accessori per il Bolt:
• Pinza finale mobile
• Kit per la stesura rotoli avvolti al contrario
• Gruppo faldatore
• Sistemi di carico

Basic Technical Features:
• Automated cradle tilt system
• Control keys on the right
• Available spread height 180 or 220 cm.
• Maximum roll weight 60 kg
• (Different weight and measures available upon request)
• Two way cutter with variable speed and automatic lift
• Computer touch screen on board
• Electronic control material tension system
• Edges alignment thanks to the photocells placed on the 
• moving base
• Spreading with or without catches
• Manual movement of the machine

Bolt accessories:
• Movable end catcher
• Reverse wound fabric spreading device
• ZigZag accessory
• Rolls feeding devices
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